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A unique solution for A 
broAd rAnge of needs.
KompAss line is the new 
compAct And versAtile solution 
to sAtisfy Any instAllAtion,
touring And rentAl needs.
the innovAtive KompAss design confers superior ApplicAtion
fexibility And customer usAbility. the multi Angle speAKer design 
And the multi-purpose AdjustAble brAcKet 
mAKe together A powerful tool to:

• Increase customer usability
• Boost flexibility
• Increase operator performance

The Kompass product line ensure top sound performance, fidelity
and overall product quality in line with the LSS “feelosophy”.

KEY FEATURES

FREQUENCY RESPONSE ±5 dB 60Hz ~ 20 kHz -10 dB 40 Hz

SENSIVITY (1 Watt @ 1 m) 
Max SPL Calculated

94dB 118 dB

NOMINAL INPUT IMPEDANCE (Ω) 8 Ω

POWER HANDLING (Watts Cont. AES) Peak power 300 W 1200 W

NOMINAL DISPERSION (@ -6 dB) 90° (H) x 40° (V)

DIMENSIONS mm (±1 mm) (H x W x D) 500 x 245 x 315

WEIGHT 10 Kg

• 8” LF Neodymium Driver in Vented Enclosure

• Powering Mode: Full Range Passive

• 1” Compression Driver with Rotable Horn

• For Touring or Permanent Installation

• Multi-purpose Bracket Included

AVAILABILITY: ONLY IN PRE-ORDER

Please check our website www.lss.it for more info or write us an email to info@lss.it 
we will be happy to answer your questions and contact you as soon as possible.


